Optional accessories:
- E20114X1: Carbon filter
- E2 9119X1: Shaft extension, upper flue stainless steel 990 mm

Features:
- Device Type: T-Shape
- Color of the fireplace: stainless steel
- Type: fireplace
- Approval certificates: CE, IMQ (ENEC)
- Length of connection cable (cm): 150
- Niche dimensions (mm): 70x600x470
- Height of the fireplace (mm): min 730mm max 1000mm
- Hot air duct diameter (mm): 70mm
- Net weight (kg): 12
- Control Fulfillments
- Regulation of power levels: 3
- Max. Fan power exhaust air operation (m³/h): 370
- Blower power in intensive stage recirculation mode: n/a
- Max. Fan speed recirculation mode (m³/h): 230
- Blower power at intensive stage exhaust air operation (m³/h): n/a
- Number of lamps (pieces): 2
- Sound power (dB): 63
- Diameter of exhaust air outlet (mm): 120
- Material of grease filter: aluminum
- Odor filter: no
- Type of air duct: convertible
- Carrier: no
- Type of lamp: halogen
- Total power of the lamps (W): 56
- Type of grease filter: Multilayer cassette
- Filter change reminder: no

Available color options:

Technical data and dimensions:
- Appliance dimensions, extraction: 790 - 940 × 600 × 470 mm
- Appliance dimensions, circulation: 790 - 1070 × 600 × 470 mm
- Dimensions and installation instructions for this device in accordance with the technical drawing.

Equipment / comfort
- Stainless steel
- For wall installation above cooking zones
- Optional extraction or circulation mode (carbon filter required for circulation mode)
- Mechanical 2 level control
- Intensive levels with automatic reset
- Uniform, bright lighting with 2 × 28 W halogen lamps
- Bumister: 100 lux
- Colour temperature: 3.000 K
- Metal grease filter, dishwasher-safe
- Including exhaust air shaft

Optional accessories:
- E20114X1: Carbon filter
- E2 9119X1: Shaft extension, upper flue stainless steel 990 mm

Consumption and connection values:
- Connected load (W): 181
- Protection (A): No
- Voltage (V): 220-240
- Frequency (Hz): 50
- Plug type: Schuko
- Type of Installation: wall
- UPC: A201050517057
- Housing material: stainless steel
- Approval certificates: CE, IMQ (ENEC)
- Length of power cable (m): 50
- Plug type: Schuko
- Dimensions of the unit, with fireplace (if fitted) (in): 31.49 / 42.12 x 23.62 x 18.50
- Dimensions of the packaged device (in): 26.45 x 16.30 x 23.74
- Required distance between trough / hob: 19.69 / 25.5
- Net Weight (lbs): 26.45
- Gross Weight (lbs): 34.17
- Position of the fan: In the shaft
- Max. Blower Air Recirculation (CFM): 217
- Diameter of the ventilation duct (in) (upward): 5.90 / 8.72
- Diameter of the ventilation duct (in) (rear side): rear side
- Fixed direction, upwards
- Backfilter top: Yes
- Length of connection cable (cm): 150

Dimensions of the unit, with fireplace (if fitted) (in): 31.49 / 42.12 x 23.62 x 18.50
Dimensions of the packaged device (in): 26.45 x 16.30 x 23.74
Required distance between trough / hob: 19.69 / 25.5
Net Weight (lbs): 26.45
Gross Weight (lbs): 34.17
Position of the fan: In the shaft
Max. Blower Air Recirculation (CFM): 217
Diameter of the ventilation duct (in) (upward): 5.90 / 8.72
Diameter of the ventilation duct (in) (rear side): rear side
Fixed direction, upwards
Backfilter top: Yes
Length of connection cable (cm): 150