**Input, consumption**
- Voltage: 220 - 240V
- Energy efficiency class: A +
- Fan efficiency class: A +
- Average energy consumption: 92.9 kWh / year *
- Energy efficiency class: A +
- Fume filter efficiency class: B *
- Fan power max. / Normal level: 570 m³/h / 700 m³/h *
- With recirculation mode max. int.: 420 m³/h / 440 m³/h *

* According to EU regulation No. 65/2014 / fan power according to EN 61591

**Equipment / comfort**
- Stainless steel and glass
- For wall mounting as hob plates
- Optional extract air or recirculation mode (for recirculation mode a starter set is required)
- Fan power level 2 (power levels 1-3 and 1 intensive level)
- Fan power with automatic reset
- Powerful and quiet blower
- Even, bright illumination with 2 x 2 W LED lamps
- Illuminance: 165 lux
- Color temperature: 3,000 K
- Metal grease filter, dishwasher safe
- Incl. Exhaust duct

**Technical data and dimensions**
- Appliance dimensions, extraction (H/W/D): 768-1043 x 600 x 360 mm
- Appliance dimensions, recirculation (H/W/D): 768-1043 x 600 x 360 mm

<table>
<thead>
<tr>
<th>EAN-Nr.</th>
<th>4251003103175</th>
</tr>
</thead>
</table>

**Options**
- 5Z9100X1: carbon filter
- 5Z9119X1: chimney extension upper chimney stainless steel 990 mm

**Consumption and connection values**
- Connected load (W): 125
- Voltage (V): 220-240
- Frequency (Hz): 50
- Connector type: EU
- Type of installation: wall
- Housing material: stainless steel / glass
- Approval certificates: CE
- Connector type: EU
- Required distance between trough / stove: 500 electric / 650 gas
- Housing material: motor in the housing
- Flow direction: upwards
- Length of connection cable (cm): 150

**Available color options:**

**Accessories:**
- Fan extension EG 18611
- Shaft extension EG 18612
- KF EG18611
- Shaft extension EG 18612

**Features:**
- Type of lamp: LED
- Total power of lamps (W): 2