### SDL9251

**Oblique flue**

**Stainless steel and glass**

#### Output, consumption

- Voltage: 220 – 240 V
- Total connected load: 179 W
- Average power consumption: 76.1 kWh/year
- Fan efficiency class: C
- Light efficiency class: A
- Grease filter efficiency class: B
- Noise min./max.: Normal level: 65/68 dB
- Fan output max.: Normal level: in extraction mode: max. 587 m³/h
  in circulation mode: max. 410 m³/h

*According to EU Regulation No. 65/2014 /Fan capacity according to EN 61591*

#### Equipment / comfort

- Stainless steel and glass
- For wall installation above cooking zones
- Optional extraction or circulation mode (carbon filter required for circulation mode)
- Electronic control
- 4-level fan power through soft push buttons
- Powerful and quiet blower
- Uniform, bright lighting with 2 × 2.1 W LED lamps
- Illuminance: 140 lux
- Colour temperature: 4.000 K
- Metal grease filter, dishwasher-safe
- Including exhaust air shaft

#### Optional accessories

- 5Z 9110X1: Carbon filter

#### Technical data and dimensions

- Appliance dimensions, extraction: 900 – 1330 × 900 × 443 mm
- Appliance dimensions, circulation: 970 – 1390 × 900 × 443 mm
- Length of connection cable (m): 150
- Diameter of exhaust air outlet (mm): 150
- Material of grease filter: aluminum

#### Accessories

- 5DL69251

### Optional accessories: 5Z 9110X1: Carbon filter

### Features:

- Device type: Wall hood
- Approval certificates: CE
- Length of connection cable (m): 150
- Net weight (kg): 14
- Number of lamps (pcs): 2
- Diameter of exhaust air outlet (mm): 150
- Material of grease filter: aluminum

### Available color options:

- Total connected load: 179 W
- Voltage (V): 220/240
- Frequency (Hz): 50/60
- Plug type: Schuko
- Hood body: stainless steel and glass
- Distance from the hob: 60cm

### Consumption and connection values:

- Voltage (V): 220/240
- Frequency (Hz): 50/60
- Plug type: Schuko
- Hood body: stainless steel and glass
- Distance from the hob: 60cm

### Dimensions in mm

<table>
<thead>
<tr>
<th>Measurement</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Appliance dimensions, extraction</td>
<td>900 – 1330 × 900 × 443 mm</td>
</tr>
<tr>
<td>Appliance dimensions, circulation</td>
<td>970 – 1390 × 900 × 443 mm</td>
</tr>
<tr>
<td>Length of connection cable</td>
<td>150 m</td>
</tr>
<tr>
<td>Diameter of exhaust air outlet</td>
<td>150 mm</td>
</tr>
<tr>
<td>Material of grease filter</td>
<td>Aluminum</td>
</tr>
</tbody>
</table>