4. Consumption per dishwashing cycle with cold water filling consumption.
3. Annual consumption with 280 standard cleaning cycles.
2. Drying efficiency class.
1. Connection loads: 220–240 V/2.4 kW

- **Energy efficiency class:** A+++
- **Water efficiency:** 3.5 l/100 kWh
- **Drying class:** A
- **Capacity:** 13 standard place settings
- **Programs:**
  - Intensive 70 °C
  - Auto 45 °C, Glass 40 °C, 1h 65 °C, Pre-rinse
  - Eco
  - Vario Speed Plus
  - Hygiene Plus
  - Vario drawer
  - Aquastop with guarantee
  - Electrical remaining time display
  - Electronic time pre-selection: 1–24 hours
  - Time display
  - Program duration display (LED)
  - Self-cleaning screen with triple shaft filter system
  - Vario baskets
  - Foldable basket in upper basket (2 x)
  - Foldable basket in lower basket (3 x)
  - Foldable rows in upper basket (1 x)
  - Removable worktop: no
- **Technical data and dimensions:**
  - Appliance dimensions (in): 36.22 x 25.98 x 36.37
  - Dimensions of the packaged device (in): 36.22 x 25.98 x 36.37
  - Capacity: 13 standard place settings
  - Dimensions and installation instructions for this device in accordance with the technical drawings

**Consumption and connection values:**
- **Annual energy consumption (kWh / annum) (2010/30 / EC):** A+++ (0.82 kWh)
- **Annual water consumption (l / annum) (2010/30 / EC):** 9.5 l
- **Connected load (W):** 2400
- **Annual water consumption (l / annum) (2010/30 / EC):** 9.5 l
- **Annual energy consumption (kWh / annum) (2010/30 / EC):** 0.82 kWh
- **Power consumption in undelivered condition (W) (2010/30 / EC):** 0.50 W

**Optional accessories:**
- **Cleaning class:** A
- **Water consumption (l):** 9.5
- **Estimated annual electricity consumption (at 220) Standard program:** 180
- **Estimated annual water consumption (at 220) Standard program:** 200
- **Type:** built-in
- **Removable worktop:** no
- **Decorative frame / plate:** Not possible
- **Height adjustment feet:** only in front
- **Height adjustment foot maximum (mm):** 60
- **Adjustable base:** horizontal and vertical
- **Net weight (kg):** 39.5
- **Gross weight (kg):** 45.0
- **Comparison program:** Eco
- **Program duration Comparison program (min):** 235
- **Type of installation:** Fully integrated
- **Panel ready:** Yes
- **Connected load (W):** 2400
- **Frequency (Hz):** 50; 60
- **Frequency (Hz):** 50; 60
- **Number of place settings:** 13
- **Plug type:** Schuko / Gardy.m. grounding
- **Estimated annual electricity consumption (at 220) Standard program:** 180