**Output, consumption**

- Energy efficiency class: A
- Average energy consumption: 43 kW/a
- Fan efficiency class: A
- Lighting efficiency class: A
- Fat filter efficiency class: C
- Sound power (dB (A)): 48/58 dB

**Equipment / comfort**

- for mounting over hobs
- Optional extract air or recirculation mode (a carbon filter is required for recirculation mode)
- Metal grease filter, dishwasher safe
- 4-speed fan power
- (3 power levels + 1 intensive level) controlled by touch buttons or multi-control hub
- Powerful and quiet blower
- Even, bright illumination with 2x2,7 W LED modules
- Optional expandable multi control function: LED light adjustable in brightness and color temperature
- Heat sensor for automatic operation
- Automatic operation according to the heat of the cooking surface

**Technical data and dimensions**

- Power according to EN 61591
  - Max. Fan power exhaust air operation (m³/h): 560
  - Blower power for intensive stage exhaust air operation (m³/h): 626
  - Blower power / recirculation mode (m³/h): 394

- Appliance dimensions, extraction (H/W/D): 760-1030 x 900 x 600 mm
- Appliance dimensions, circulation (H/W/D): Max. 840-1140 x 900 x 600 mm

**Features:**

- Device type: Wall hood
- Approval certificates: CE
- Length of connection cable (cm): 150
- Number of lamps (pcs): 2
- Diameter of exhaust air outlet (mm): 150
- Material of grease filter: aluminum

**Optional accessories:**

- BLZ 501 Receiver
- BLZ 502 Remote control
- Z9125X1 : Carbon filter

**Consumption and connection values:**

- Total connection value: (W): 225.4
- Voltage (V): 220/240
- Frequency (Hz): 50/60
- Plug type: Schuko
- Hood body: stainless steel
- Distance from the hob: 60 cm