BB4352
Stand-alone hob, combi induction
Glass ceramic, 80 cm

Leistung / Verbrauch
- Voltage: 220–240 V
- Total connected load: 7.4 kW

Ausstattung / Komfort
- 4 induction cooking zones
- Touch Control
- Smart slider
- Combi induction
- Boost function for all induction cooking zones
- Electronic control in 17 power levels
- Combi induction for hotplate: no
- Digital display of cooking levels
- 2-level residual heat display for each cooking zone
- Main switch
- Pot detection
- Child protection
- Quick start function
- Safety switch/lock
- Power management

Cooking zones:
- 2 cooking zones, combi induction, Ø 19 cm, 2.2 kW (3.7 kW)
- 1 cooking zone Ø 28 cm, 2.6 kW (3.7 kW)
- 1 cooking zone Ø 14.5 cm, 1.4 kW (2.2 kW)

Technical data and dimensions
- Appliance dimensions (H/W/D): 55 x 795 x 517 mm
- Installation dimensions (H/W/D): 55 x 780 x 500 mm
- Device type: Hob glass ceramic
- Type: built-in
- Energy Source: Electric
- Dimensions of the device (mm): 55 x 785 x 517
- Dimensions of the packaged unit (mm): 126 x 953 x 608
- Residual heat indicator: Disconnected
- Location of the controller: Front
- Main surface material: glass ceramic
- Surface color: stainless steel, black
- Frame color: stainless steel
- Approval certificates: AENOR, CE
- Length of connection cable (cm): 110
- Sealed hotplate: no
- Heaters with booster: All

Optional accessories:
- Electrical connection value (W): 7400
- Frequency (Hz): 50; 60
- Device color: Black
- Energy Source: Electric
- Plug type: without plug
- Dimensions of the device (mm): 55 x 780 x 500-500
- Approval certificates: AENOR, CE
- Length of connection cable (cm): 110
- Niche dimensions (H x W x D) (mm): 55 x 780-780 x 500-500
- Dimensions of the device (mm): 55 x 785 x 517
- Dimensions of the packaged unit (mm): 126 x 953 x 608

Available color options:
- EAN-Nr.: 4251003102956

EAN-Nr.: 4251003102956

**Immersion depth
***With built-under oven min.30, if necessary, more; see dimensions of the oven

* Minimum distance from the depression to the wall
** Immersion depth
*** With built-under oven min.30, if necessary, more; see dimensions of the oven