
Induction hob with integrated 
extractor fan

Adapter 
5Z9140X1 
EG01390

Activated carbon filter 
5Z9140X2 
EG01391

Regenerable activated carbon filter  
5Z9140X3 
EG01392

Round duct 
FK 101

Adapter 
FK 102

Base ventilation grille 
FK 150

Connector 15° elbow– horizontal – 
FK 113

Flat duct 
FK 100

5IX99300
EG013990

Design
Version Frameless
Construction type Top mounted / flush-mounted
Width (in cm) 90
Extractor fan Rear with electronic opening

Heating type & functions
Heating type Induction
Power levels 10
Number of cooking zones 4
Cooking zones 4 × Ø 19,0 × 21,0 cm (2,1 kW / 3,7 kW)
Boost function •
Special functions 2 × Combi induction

Operating comfort & equipment
Operation Touch control with slider
Display / Colour Digital / White
Pot detection •
Residual heat display •
Timer •
Safety switch-off •
Power management •

Performance & functions extractor 
fan
Extraction capacity max. normal / 
intensive level¹

570 / 665

Circulation capacity max. normal / 
intensive level¹

540 / 630

Power levels 9 + 1 Intensive level
Noise level (in dB {A}) normal level max. 
extract air²

67

Filter saturation indicator •

Accessories included**

Accessories included Metal grease filter, dishwasher-safe

Technical data
Energy efficiency class A++
Connected load 7,4kW/220-240 V
Fuse protection (in A) 2 x 16 A
Frequency (in Hz) 50-60 Hz
Plug type 
Length of connection cable (in cm) 150 cm
Net weight (in KG) 24,0 kg
Gross weight (in KG) 30,0 kg
Dimensions of the packaged appliance 
(H × W × D)

28,0 x 99,5 x 61,0 cm

Appliance dimensions (H × W × D) 22,0 x 90,0 x 52,0 cm
Installation dimensions (H × W × D) 22,0 x 90,0 x 52,0 cm
EAN 4251003109283

Note 
Ventilation No ventilation from the front necessary

Further information can be found on our website: 
www.blaupunkt-einbaugeraete.com

Additional accessories available


