Characteristics:
- Frameless design
- Glass ceramic hob

Consumption and connection characteristics:
- Electrical connected load (W): 3,000
- Voltage (V): 230-240
- Frequency (HZ): 50-60
- Inner color of the product: Black
- Energy input: Electrical
- Connector type: VDE
- Dimensions of packaged product (mm): 142 x 610 x 392 mm
- Product dimensions (mm): 55 x 288 x 520 mm
- Net weight (kg): 4.7
- Gross weight (kg): 6.2
- Installation dimension (mm): 50 x 268 x 500 mm

Design:
- Frameless design
- Glass ceramic

Comfort:
- 2 HighSpeed cooking zones
- Touch control
- 7 segment LED display
- Electronic control 9 power levels
- Timer
- Countdown function
- Child safety lock
- Safety shut down
- Flush-mounted installation possible

Environment & safety:
- Residual heat display per cooking zone

Measurement data:
- Connected load: 3 kW
- Cooking zones:
  - Front: Ø165mm, 1.2 kW
  - Rear: Ø200mm, 1.8 kW

Product Name: Glass ceramic hob
Type: Built-in
Energy Input: Electrical
The total number of positions can be used simultaneously: 2
Type of control setting devices: Touch Control
Width of product (mm): 288
Product dimensions (mm): 55 x 288 x 520
Installation dimensions of the product (mm): 60 x 268 x 500
Net weight (kg): 4.7
Gross weight (kg): 6.2
Residual heat display per cooking zone
Position of the control panel: Front side
Basic surface material: Glass ceramic
Surface color: Black
Approval certificates: CE, VDE
Sealed burners: No
Power of the 1st heating element (W): 1200 W
Power of 2nd heating element (W): 1800 W